
These details and data are provided purely for informational purposes. The mentioned applications are given as examples only. Individual tests are important
to ensure that required technical specifications are fulfilled.

Product data sheet

Polyester/polyester wrapped yarn

§ the effect thread for creative top stitching
§ for metallic accents on fashion and leather
§ decorative, impressive, effective

Technical data:
Ticket
no.

Tex
no.

Linear density
(dtex) (DIN EN
ISO 2060)

Linear density
(Nm) (DIN EN
ISO 2060)

Breaking force
(cN) (DIN EN ISO
2062)

Elongation at break (%)
(DIN EN ISO 2062)

Needle size
Nm

Needle size
No.

10 260 210 * 12 48 / 12 11150 19 180 - 220 24-26
30 105 210 * 5 48 / 5 5000 18 110-130 18-21

Fastness properties:

Colour fastness to artificial daylight (ISO 105 B02) ≥ 4
Colour fastness to perspiration (ISO 105 E04) ≥ 4
Colour fastness to rubbing 1) dry (ISO 105 X 12) ≥ 3-4
Colour fastness to rubbing 2) wet (ISO 105 X 12) ≥ 4
Colour fastness to washing 40°C (ISO 105-C06 A2S) ≥ 4
Colour fastness to water (ISO 105 E 01) ≥ 4

Care labels:

Article assortment:
Ticket no. Tex no. Article no. Make-up Spool type No. of colours
10 270 3092 300 m FS 3
30 100 3093 700 m FS 3

Available colour no.: 0496 = gold, 0611 = silver, 1145 = bronze

Main application:
§ Ladieswear, menswear § Denim
§ Leatherwear



These details and data are provided purely for informational purposes. The mentioned applications are given as examples only. Individual tests are important
to ensure that required technical specifications are fulfilled.

Further application:
§ Shoes & Accessories

Certifications and special testings


